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PROJECT DESCRIPTION: 
 
Newhall County Water District proposes to discharge groundwater generated during the well 
development, and aquifer and pumping tests, of Well Nos. 7 and 10 located in the vicinity of San 
Fernando Road, Santa Clarita.  The pumped groundwater will be collected into sedimentation 
tanks before being discharged into the storm drain. 
 
VOLUME AND DESCRIPTION OF DISCHARGE:  
 
Up to 800,000 gallons per day of groundwater will be discharged during the aquifer and 
pumping tests.  The aquifer and pumping tests will be short-term duration discharges and will 
last up to one month.  The groundwater generated from Well No. 7 (Latitude: 34o 23’ 04”, 
Longitude: 118o 31’ 53”), and Well No. 10 (Latitude: 34o 23’ 34”, Longitude: 118o 32’ 16”), will be 
discharged to Newhall Creek, a water of the United States.  The project location map is shown 
in Figure 1. 
 
FREQUENCY OF DISCHARGE: 
 
The groundwater discharge will be intermittent and will last up to one month. 
 
REUSE OF WATER: 
 
Discharge to the sewer is not feasible because of the high cost of sewer connection.  Due to 
intermittent flow and the inability to transport the wastewater economically for reuse, the 
groundwater will be discharged to the storm drain. 


